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BL-22+P
Dual-prong PJ-7 headset adapter - Hands-free convenience for PBX and ACD operators�

Overview

Features	 Clear crisp sound

	 Neatly positioned thumb wheel volume control

	 Volume and automatic gain controls let you adjust incoming calls  
	 to a comfortable listening level

Connection Type 	 JPL/PLX* QD to Dual-prong plug

Cord Length 	 15ft (4.5m) Coiled Cord 

Certifications 	 UKCA, CE, FCC, RoHS - Made in South Korea 

Warranty	 24 Month repair or replacement warranty

Distribution MOQ	 40 per carton

EAN	 5060969681189

SKU	 575-416-003

*Poly compatible QD.  GN compatible QD available by special order, no price change.

  

BL-22+P
This sturdy dual-prong adapter plugs into a PBX or ACD operator’s 
console using the PJ-7 dual-prong plug and the JPL/PLX QD allows 
connection to a variety of JPL headset styles.

                                   Designed in the UK - Manufactured in South Korea

 www.jpltele.com

Device:
Dual-prong plug

Headset:
JPL/PLX compatible QD

The BL-22+P is compatible with the following JPL headsets:
JPL-400-PM, JPL-400-PB,  
JPL-Connect-1, JPL-Connect-2,
JPL-Icon 100-PM, JPL-Icon 100-PB


